
The spring-loaded, one-handed clamp with quick-set V-Pad.

The Spring Arm in conjunction with the V-Pad allows users to free up one hand to position the workpiece.
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Part No. Capacity Clamping Pressure Throat Depth Tapped Hole Weight

UBV45 
(UBV45M)

3″ 
(75 mm)

300 LBS 
(140 kg)

2-1/2″ 
(64 mm)

1/4″-20 
(M6)

0.8 LB 
(0.4 kg)

UBV65 
(UBV65M)

4-1/2″ 
(115 mm)

300 LBS 
(140 kg)

2-1/2″ 
(64 mm)

 1/4″-20
(M6)

0.9 LB 
(0.4 kg)

UDV45 
(UDV45M)

3″ 
(75 mm)

500 LBS 
(227 kg)

3-1/4″ 
(83 mm)

 5/16″-18 
(M8)

1.0 LB 
(0.5 kg)

UDV65 
(UDV65M)

4-1/2″ 
(115 mm)

500 LBS 
(227 kg)

3-1/4″ 
(83 mm)

 5/16″-18 
(M8)

1.1 LBS 
(0.5 kg)

Clamping Pressure: 300 – 500 LBS. (140 -227 kg)
Throat Depth: 2-1/2″ – 3-1/4″ (64 – 83 mm)
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