
Detailed product brochures can be downloaded free of charge from www.metrix.fr www.metrix.fr

14

ON-SITE MULTIMeters

Selection guide

High-End Graphical
Multimeter/Recorder

Industry,
Electrical Engineering,

Electronics

Quick selection MTX 3292
MTX 3293

Technology Graphical colour

Display resolution (counts) 100,000

TRMS / AVG measurement
TRMS

AC & AC+DC
Simultaneous display(s) 4
Fast bargraph •
Graph of measurements over time •
Backlighting / Automatic power-off •/•
DC basic accuracy 0.02 % to 0.1 %
Bandwidth 100 kHz or 200 kHz
Auto / Manual ranges •/•
AutoPeak for Crest Factor •
Ingress protection IP67
Explosive atmospheres (ATEX)
Available measurements
AC/ DC voltage 1,000 V
AC/ DC current 20 A (30 s)
Single A terminal / Simultaneous U & I •/•
Resistance / audible continuity / diode test 10 MΩ /•/•
Frequency / period / duty cycle 5 MHz /•/•
Pulse width / pulse count •/• 
Capacitance 10 mF
Temperature Pt100-Pt1,000 / TC J-K •/• 
dBm / resistive power •/• 
U & I peak / crest factor 250 µs /•
Filter for digital variable speed drives 300 Hz
Direct measurement with clamp All, ratio integrated
Low impedance AC voltage measurement 500 kΩ
Measurement processing
Display Hold / Auto-Hold functions •/•
Min / Max / Avg monitoring •/•/•
Relative measurements / dB ratio / % •/•/•
Memory capacity + measurement graphs 6,500
Time/date-stamping (SURV & MEM) •
RS232 / USB / Bluetooth interface •/•/•
Safety & reliability
EN61010 CAT IV / III 600 / 1,000
Electronic switch •
Protected access to batteries / Fuses •/•
"Closed casing" software calibration •
Catalogue page 26-27

Multimeter families to meet all your needs: an authentic                   for everyone

(1) Depending on models. (2) MTX 3291 model only
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on-site MULTIMeters

Digital for Difficult Environments General-purpose Digital Benchtop Digital

Industry Atex / IECEx Electrical Laboratory

MTX 3290
MTX 3291 MTX 57EX MX 24

MX 24B
MTX 202
MTX 203

MX 5006
MX 5060

Digital Digital Digital Digital Digital

6,000 or 60,000 50,000 5,000 / 50,000 (1) 2,000 or 4,000 6,000 or 60,000

TRMS
AC & AC+DC

TRMS
AC & AC+DC

TRMS
AC & AC+DC

TRMS AC TRMS AC & AC+DC

2 1 1 1 2
• • • •

•/• -/• •/• -/• •/•
0.08% 0.03% 0.30% 0.5% or 0.2% 0.80%

20 kHz or 100 kHz 50 kHz 1 kHz 1 kHz 20 kHz or 100 kHz
•/• •/• •/• •/• •/•
• •

IP67 IP67 IP54
•

1,000 V or 600 V 600 V 750 V / 1,000 V 750 V / 1,000 V 1,000 V or 600 V
20 A (30 s) (1) 500 mA 20 A (30 s) (1) 10 A (1) 20 A (30s)

•/• •/- •/•
60 MΩ /•/• 50 MΩ /•/• 50 MΩ/•/• 40 MΩ or 60 MΩ /•/• 60 MΩ /•/•

600 kHz /•/• 500 kHz/-/• 500 kHz/-/- 600 kHz /•/•
•/• (1) •/• •/• (1)

60 mF 50 mF 50 mF 100 mF 60 mF
•/- •/- -/• •/-

•/• (1) •/• •/• (1)

250 µs /• 1 ms/- 250 µs /•
300 Hz 1 kHz BW 300 Hz

V/A ratio •
300 kΩ • 500 kΩ 300 kΩ

•/• •/• •/• •/- •/•
•/•/• •/•/• •/•/• (1)  •/•/•

•/•/• (1) •/-/- •/•/• (1)

- -
Relative Surv Relative Surv

/•/- (1) •/-/- /•/- (1)

600 / 1, 000 (2) - / 600 - / 600 - / 600 600 / 1,000
•

•/• •/• •/• •/• •
• • •/•

24-25 21 18-19 16-17 30-31

Multimeter families to meet all your needs: an authentic                   for everyone
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