


Supertek brand burettes are manufactured from Low-expansion Boro 3.3 glass in conformance with 

ASTM E-438 TYPE 1 CLASS A glass and DIN ISO 3585.

Each Pc. is Calibrated to deliver  (Ex/TD) at + 20 °C reference temperature in controlled environment. 

Tolerances in volume conform to DIN ISO 385. The calibration also takes into account surface 

adhesion effects.

Precision Bore tubing is used for all Class A burettes. Burettes are available with conformity batch 

certificates and Individual certificate, which can be downloaded from  

Individual certificate is provided with the product. Batch certificate can also be provided with the 

product on request at extra cost. 

Supertek brand burettes are graduated  in blue.  A class burettes have a waiting period of 30 seconds, 

B Class burettes don't have any waiting period. 

Supertek brand burettes come with four different types of stopcocks; Glass Stopcock, PTFE Needle 

valve Stopcock, PTFE Key stopcock and Detachable Stopcock.

www.supertekglassware.com

Burette
www.supertekglassware.com

01

B
ur

et
te

V
O

L
U

M
E

T
R

IC
 G

L
A

S
S

W
A

R
E

BURETTE WITH STRAIGHT BORE MOULDED CREW THREAD 

GLASS STOPCOCK, CLASS A
Conformity with Class  'A' DIN ISO 385  Standard. Printed in blue.

Batch    Individual Capacity, Sub-div., Tolerance, Pack size

Certificate   Certificate ml ml ± ml

11.101.0010 22.101.0010 10 0.05 0.03 1

11.101.0025 22.101.0025 25 0.1 0.05 1

11.101.0050 22.101.0050 50 0.1 0.05 1

11.101.0100 22.101.0100 100 0.2 0.1 1
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BURETTE WITH STRAIGHT BORE PTFE KEY STOPCOCK,            
Conformity with Class  'A' DIN ISO 385 Standard. Printed in blue.

Batch Individual  Capacity, Sub-div., Tolerance, Pack size

Certificate    Certificate ml ml ± ml

11.102.0010 22.102.0010 10 0.05 0.03 1

11.102.0025 22.102.0025 25 0.1 0.05 1

11.102.0050 22.102.0050 50 0.1 0.05 1

11.102.0100 22.102.0100 100 0.2 0.1 1

CLASS A 

BURETTE WITH SCREW TYPE, PTFE NEEDLE VALVE STOPCOCK 

(ROTAFLO), CLASS A       
Conformity with Class  'A' DIN ISO 385  Standard. Printed in blue.

Batch Individual  Capacity, Sub-div., Tolerance, Pack size

Certificate Certificate     ml ml ± ml

11.103.0010 22.103.0010 10 0.05 0.03 1

11.103.0025 22.103.0025 25 0.1 0.05 1

11.103.0050 22.103.0050 50 0.1 0.05 1

11.103.0100 22.103.0100 100 0.2 0.1 1

BURETTE, WITH PTFE DETACHABLE STOPCOCK, CLASS A
Conformity with Class  'A' DIN ISO 385  Standard. Printed in blue.

Batch  Individual Capacity, Sub-div., Tolerance, Pack size

Certificate  Certificate  ml ml ± ml

11.104.0010 22.104.0010 10 0.05 0.03 1

11.104.0025 22.104.0025 25 0.1 0.05 1

11.104.0050 22.104.0050 50 0.1 0.05 1

11.104.0100 22.104.0100 100 0.2 0.1 1
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BURETTE IN SCHELLBACH STRIPE WITH STRAIGHT BORE MOULDED 

SCREW THREAD GLASS STOPCOCK, CLASS A
Conformity with Class  'A' DIN ISO 385  Standard. Schellbach stripe printed in blue.

Batch Individual Capacity, Sub-div.,  Tolerance, Pack size

Certificate Certificate  ml ml ± ml

11.201.0010 22.201.0010 10 0.05 0.03 1

11.201.0025 22.201.0025 25 0.1 0.05 1

11.201.0050 22.201.0050 50 0.1 0.05 1

11.201.0100 22.201.0100 100 0.2 0.1 1

BURETTE IN SCHELLBACH STRIPE WITH  STRAIGHT BORE PTFE KEY 

STOPCOCK, CLASS A 
Conformity with Class  'A' DIN ISO 385  Standard. Schellbach stripe printed in blue.

Batch Individual Capacity, Sub-div., Tolerance, Pack size

Certificate Certificate ml ml ± ml

11.202.0010 22.202.0010 10 0.05 0.03 1

11.202.0025 22.202.0025 25 0.1 0.05 1

11.202.0050 22.202.0050 50 0.1 0.05 1

11.202.0100 22.202.0100 100 0.2 0.1 1

BURETTE IN SCHELLBACH STRIPE WITH SCREW TYPE

PTFE NEEDLE VALVE STOPCOCK (ROTAFLO) CLASS A
Conformity with Class  'A' DIN ISO 385  Standard. Schellbach stripe printed in blue.

Batch Individual Capacity, Sub-div., Tolerance, Pack size

Certificate Certificate ml ml ± ml  

11.203.0010 22.203.0010 10 0.05 0.03 1

11.203.0025 22.203.0025 25 0.1 0.05 1

11.203.0050 22.203.0050 50 0.1 0.05 1

11.203.0100 22.203.0100 100 0.2 0.1 1

DIN ISO
385

Retrace
Code

Precision
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BURETTE, CLASS B 
In Compliance With DIN ISO 385  Standard. Printed in blue

Glass Screw thread  PTFE Needle PTFE key Detachable Capacity, Sub-div., Tolerance, Pack size

stopcock valve stopcock Stopcock   PTFE key  ml ml  (± ml)

 (Rotaflo)  stopcock

10.101.0010 10.103.0010 10.102.0010 10.104.0010 10 0.05 0.05 1*

10.101.0025 10.103.0025 10.102.0025 10.104.0025 25 0.1 0.1 1*

10.101.0050 10.103.0050 10.102.0050 10.104.0050 50 0.1 0.1 1*

10.101.0100 10.103.0100 10.102.0100 10.104.0100 100 0.2 0.2 1

* Rotaflo burettes have a pack size of 10.

BURETTE SCHELLBACH, CLASS B
In Compliance with DIN ISO 385 Standard. Schellbach stripe printed in blue.

Glass PTFE PTFE Capacity, Sub-div., Tolerance, Pack size

Screw thread Needle Valve key Stopcock  ml  (± ml)

Stopcock Stopcock (rotaflo) 

10.201.0010 10.203.0010 10.202.0010 10 0.05 0.05 1*

10.201.0025 10.203.0025 10.202.0025 25 0.1 0.1 1*

10.201.0050 10.203.0050 10.202.0050 50 0.1 0.1 1*

10.201.0100 10.203.0100 10.202.0100 100 0.2 0.2 1

* Rotaflo burettes have a pack size of 10.
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BURETTE CLASS B
Economy Model. Printed in blue

Straight-bore Pinch Clip Capacity, Sub-div., Tolerance, Pack size

Glass Stopcock Burette ml (± ml)

10.105.0010 10.106.0010 10 0.05 0.05 5*

10.105.0025 10.106.0025 25 0.1 0.1 5*

10.105.0050 10.106.0050 50 0.1 0.1 5*

10.105.0100 10.106.0100 100 0.2 0.2 5*

* Pinch Clip burettes have a pack size of 10.

AUTOMATIC ZERO BURETTE
Conformity with Class  'A' DIN ISO 385 Standard.  Mounted On A Reservoir With Stopcock And Rubber Bellow.

With Intermediate Without Capacity, Sub-div., Tolerance, Pack size

stopcock PTFE intermediate ml ± mL

key and Needle stopcock 

Valve Stopcock

11.107.0010 11.108.0010 10 0.05 0.03 1

11.107.0025 11.108.0025 25 0.1 0.05 1

11.107.0050 11.108.0050 50 0.1 0.05 1

11.107.0100 11.108.0100 100 0.2 0.1 1

Economy
Model

Shock
Resistant
Packing
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AUTOMATIC ZERO BURETTE, CLASS A WITH  SCHELLBACH STRIPE
Conformity with Class  'A' DIN ISO 385 Standard. Mounted On A Reservoir  With Stopcock 

And Rubber Bellow.

With intermediate Without Capacity, Sub-div., Tolerance, Pack size

Stopcock PTFE  Intermediate ml  (± ml)

Key and Needle  Stopcock 

Valve Stopcock

11.207.0010 11.208.0010 10 0.05 0.03 1

11.207.0025 11.208.0025 25 0.1 0.05 1

11.207.0050 11.208.0050 50 0.1 0.05 1

11.207.0100 11.208.0100 100 0.2 0.1 1

Shock
Resistant
Packing

For more details log on to www.shivsons.com or ask for our Chemistry and Lab Supplies catalogue.

Lab Accessories
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BURETTE, WITH PTFE KEY STOPCOCK, CLASS A
Conformity with class 'A' ASTM E 287 specifications, printed in blue color.

Batch Individual Capacity, Grad Interval, Tolerance, Pack Size  

Certificate Certificate ml ml (± ml)

44.102.0010 46.102.0010 10 0.05 0.02 1

44.102.0025 46.102.0025 25 0.1 0.03 1

44.102.0050 46.102.0050 50 0.1 0.05 1

44.102.0100 46.102.0100 100 0.2 0.1 1

BURETTE, WITH PTFE KEY STOPCOCK, CLASS B
In compliance with ASTM E 287 specifications, printed in blue color.

 Capacity, Sub-div Tolerance, Pack Size 

ml ml  (± ml)

48.102.0010 10 0.05 0.04 1

48.102.0025 25 0.1 0.06 1

48.102.0050 50 0.1 0.1 1

ASTM 

Supertek offers a range of volumetric glassware in conformity with ASTM 

Standards, manufactured from ASTM E 438 TYPE 1 CLASS 'A' BORO 3.3 

GLASS.

Burettes
www.supertekglassware.com

ASTM 
NEW


