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ELECTRIC CHAIN HOISTHHBT TYPE LEV?,EE&’EESSL’E!;NG

The unique advantages of webbings slings:

1. Can be single ply or double ply, sewing method is different.
ELECTRIC CHAIN HOISTHHBT TYPE MOdeI . H H BT 2. The specification can be adjusted according to the customers' needs.

- 3. Loading surface is wide to reduce the weight at each Loading point.
4. No damages to tender objects.
5. Various loading method.
2. Hoist body 6. High strength/weight ratio.
Pressing steel structure, high strength body, light and compact.

1. Compact and high efficient motor:
DC brake system without asbestos, consumption of electricity reduced efficiently.

3. Most tensile safety hooks:

Both the top and bottom hook made of high tensile alloy steel, with special

Treatment, it guarantees the hook will not break, and will deform gradually under a sudden extra-
load.

4. Compact and beauty chain container:
High strength plastic container has outstanding durability.

5. Limit switch devices:
Fitted at top and bottom ends, switch off power automatically to prevent Load chain from running
out

EB Webbing Sling's lifting method and maximum Safety Working Load parameter.

6. Phase error relay:

A specially designed current-post, prevents motor from running at incorrect Wire connection. Max. SWL= Mode Coefficient P*Working Load Limit Max. SWLof Lifting Method
Single Max.Working Load Limit 2-Leg Max.Working Load Limit
—
..‘ B
W Upright | Choked Upright | Choked | Upright | Choked Approx. | Min. | Max.
Cod Co 0° -7° | 7° -45° | 45° -60°| 45° 45° 45° 45° -60° | 45° -60° Wid Lenath
q ‘7] ode lor idth ngth|Length
\ Lj (mm) (m) | (m)
0| & |U [N By Bl |
i
1.0 0.8 2.0 1.4 1.0 0.7 1.4 112 1.0 0.8 5:1(6:1| 71
= EB-01 1000 800 2000 1400 1000 700 1400 1120 1000 800 25| 25| 30| 1 100
EB-02 2000 1600 4000 2800 2000 | 1400 | 2800 2240 2000 1600 | 50| 50 60 [ 1 100
EB-03 3000 2400 6000 4200 3000 2100 4200 3360 3000 2400 75| 75 | 90 1 100
EB-04 4000 3200 8000 5600 4000 2800 5600 4480 4000 3200 |100(100(120| 1 100
SPECIFICATION EB-05 5000 4000 10000 7000 5000 3500 7000 5600 5000 4000 |125|125(150( 1 100
Model HHBT-0.5a HHBT-1.0a HHBT-2.0a HHBT-3.0a EB-06 6000 4800 12000 | 8400 6000 | 4200 8400 6720 6000 4800 (150|150 (180 1 100
Capaciy) 95 i .5 20 EB-08 8000 | 6400 | 16000 | 11200 | 8000 | 5600 | 11200 | 8960 | 8000 6400 |[200|200|240| 1 | 100
Lifting height(m) 3 3 3 3
Running test load(kn) 6.3 12.5 25 37.5 EB -10 10000 8000 20000 | 14000 10000 | 7000 14000 11200 10000 8000 |250|250|300(| 1 100
Motor power(kw) 0.8/0.27 1.2/0.4 1.2/0.4 1.2/0.4
No.of columns of load chain 1 1 2 3 EB-12 12000 9600 24000 | 16800 12000 | 8400 16800 13440 12000 9600 [300|300|300( 1 100
Load chain diameter(mm) 74 74 7.1 oA
Lifing speed(m/min) TS e VT 0T EB-15 15000 | 12000 | 30000 | 21000 | 15000 | 10500 | 21000 | 16800 | 15000 | 12000 |200(200(240| 1 | 100
Power Supply 380V/50HZ/3P 380V/50HZ/3P 380V/50HZ/3P 380V/50HZ/3P
GontrolVoltaga (V] — 7 = a0 EB-20 20000 | 16000 | 40000 | 28000 | 20000 | 14000 | 28000 | 22400 | 20000 | 16000 |250(250|300| 1 | 100
g 1?2 :fg {9705 1 78: EB-25 25000 | 20000 | 50000 | 35000 | 25000 | 17500 | 35000 | 28000 | 25000 | 20000 [300|300(300| 1 | 100
Dimensions(mm) A 250 250 250 250 EB-30 30000 24000 60000 | 42000 30000 | 21000 | 42000 33600 30000 24000 [300(300|300| 1 100
B 245 245 245 245
L 550 590 770 775 EB-40 40000 32000 80000 | 56000 | 40000 | 28000 | 56000 44800 40000 32000 1 100
Net weight(kg) 44 46 60 68
Extra Weight Per Meter of Extra lift(KG) 1.1 1.1 55 3 EB-50 50000 40000 | 100000 | 70000 | 50000 | 35000 | 70000 56000 50000 40000 1 100
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EA ROUND SLING

Round sling has the maximum load up to 3000T, effective length up to 100m, safety factor adopted is

normally 7:1,6:1.
Round sling is made of high tension industrial yarn (100%PES), the strands inside are as a form of endless

cycle. The outside sleeve is also made of 100%PES, not for the Loading, but to protect the strands inside.
Round slings are the ideal solution for the safe lifting of loads, whether this is to be at your works, for loading

and unloading or for use at a building site. The round slings will protect items being lifted, if the sling is .‘-, 3
damaged badly, the outside sleeve is breakage, and the outside strands will go out, so the sling can not use
any more. Their sturdy core and a covering layer will guarantee a long serviceable life, even when in
continuous use, round slings are also repairable.

Round Sling in Choker Hitch Round Sling in Straight Lift

EA-A Round Sling's lifting method and maximum Safety Working Load parameter.

Max. SWL=Mode Coefficient P*Working Load Limit Max. SWL of Lifting Method
Single Max. Working Load Limit 2-Leg Max. Working Load Limit
EA-A ROUND SLING f
. . Upright | Choked | Upright | Choked
The unique advantages of round slings: ol o Upright | Choked Approx. | Min. Max.
1. Especially suitable for loading round object. 0°-7° | 7°-45°| 45°-60°| as° 45° 45° 45°-60°| 45°-60°
2. The surface of round sling is smooth, does not cause damages to tender objects loaded. bt o7 Code | Color Width | Length | Length
3. Various loading methods, including dragging or pulling loaded object. §HS (mm) m) m
4. Various loading methods and load is bear evenly, enable the sling's usage life last longer. < @ = SO ~ SO o mm) m, m
5. High strength/weight ratio. “ [] @ @ W% @) @ V% @
6. Anti-abrasion and anti-incision protection sleeve can be attached.
7. Has special label, working load is differentiated by colors according to international standard. Easy to 1.0 0.8 2.0 1.4 1.0 0.7 1.4 142 1.0 0.8
identify even if the sling has been abrased.
8. Light and soft, can be used in small narrow space. EA-A-01 1000 800 2000 1400 1000 700 1400 1120 1000 800 50 1 100
9. Non-electric conductive, no danger of electric stroke.
10. In compliance with European Standard EN1492-2:2000 and Chinese standard JB/T8521-2007. EA-A-02 2000 1600 4000 2800 2000 | 1400 2800 2240 2000 1600 60 1 100
EA-A-03 | 3000 2400 6000 4200 3000 | 2100 | 4200 3360 3000 2400 70 1 100
EAA-04 | 4000 3200 8000 5600 4000 | 2800 | 5600 4480 4000 3200 75 1 100
g o e " .
EA Round Sling's lifting method and maximum Safety Working Load parameter. T v | o [ eaom] v ||z | el o L oo | s |l o | oo ; .
EA-A-06 6000 4800 12000 | 8400 6000 | 4200 | 8400 6720 6000 4800 90 1 100
EA-A-08 8000 6400 16000 | 11200 | 8000 | 5600 [ 11200 8960 8000 6400 100 1 100
Working Load Limit Mult-set EA-A-10 10000 | 8000 | 20000 | 14000 | 10000 | 7000 | 14000 | 11200 | 10000 | 8000 | 110 1 100
1 4 H H D7 oL | P27 S [>5¢ 2 o
U ©) L (=) | (&= RN o O EA-A-12 12000 9600 24000 | 16800 12000 | 8400 16800 13440 12000 9600 125 1 100
Type | WLL(T) | Width(mm) Color = — ey [hm—— . .
Vertlcal Choker | Bask Bas} Bs45 B=AS EA-A-15 15000 12000 | 30000 | 21000 15000 | 10500 | 21000 16800 15000 12000 150 1 100
100% 80% | 200% 140% 100% 140% 112%
EA-A-20 20000 16000 | 40000 | 28000 | 20000 | 14000 | 28000 22400 20000 16000 180 1 100
EA005 0.5 1” /125 500 400 1000 700 500 700 560
EA-A-25 25000 20000 | 50000 | 35000 | 25000 | 17500 | 35000 28000 25000 20000 200 1 100
EAO010 1 2”7 /50 1000 800 2000 1400 1000 1400 1120
EAO15 15 37 175 1500 1200 3000 2100 1500 2100 1680 EA-A-30 30000 24000 | 60000 | 42000 | 30000 | 21000 | 42000 33600 30000 24000 220 1 100
EA020 2 4” /100 2000 1600 4000 2800 2000 2800 2240 EA-A-40 40000 32000 | 80000 | 56000 | 40000 | 28000 | 56000 44800 40000 32000 250 1 100
EA025 25 5” /125 2500 2000 5000 3500 2500 3500 2800 EA-A-50 50000 40000 | 100000 | 70000 50000 | 35000 | 70000 56000 50000 40000 270 1 100
EA030 3 6” /150 3000 | 2400 | 6000 | 4200 3000 4200 3360 EA-A-60 60000 | 48000 | 120000 | 84000 | 60000 | 42000 | 84000 | 67200 | 60000 | 48000 280 1 100
EAQ40 & 8 /eae 4000 2200 | 80007 | 5600 | 4000 2600 4400 EA-A-80 80000 | 64000 | 160000 | 112000 | 80000 | 56000 | 112000 | 89600 | 80000 | 64000 | 300 1 100
EA050 5 10” /250 5000 4000 10000 7000 5000 7000 5600
EA-A-100 100000 | 80000 | 200000 | 140000 | 100000 ( 70000 | 140000 | 112000 | 100000 80000 320 1 100
EA060 6 12” /300 6000 4800 12000 8400 6000 8400 6720

20 TOYOHOIST TOYOHOIST (21



